
Zepto POS

Cable Management
Design

Die-cast Casing

Removable HDD/SSD

Die cast Casing



SPECIF ICATIONS
PROCESSOR

SYSTEM MEMORY

STORAGE

DISPLAY
SIZE /  RESOLUTION

BRIGHTNESS

TOUCH SCREEN PANEL

I /O INTERFACE
USB PORT

SERIAL PORT

VIDEO PORT

PARALLEL PORT

ETHERNET PORT

CASH DRAWER PORT

OPERATING SYSTEM
WINDOWS

ENVIRONMENT & MECHANICAL SPECIFICATIONS
DIMENSIONS & WEIGHT

CHASSIS MATERIAL

VESA PATTERN

TEMPERATURE

HUMIDITY

POWER CONSUMPTION

MODEL OPTIONS
INTEGRATED CARD READER

CUSTOMER DISPLAY

Zepto POS 1000 
In te l  Quad Core  Ce le ron  J1900 2 .0  GHz (Turbo  Boos t  up  to  2 .42  GHz)

4  GB DDR3L RAM (up  to  8  GB)

2 .5 ”  removab le  SATA HDD/SSD

  
15”  TFT LCD /  1024 x  768  p ixe ls

300 cd /m 2

Pro jec ted  capac i t i ve  touch  (mu l t i - touch)

  
6 x  USB 2 .0

3  x  DB9  

1  x  VGA

1 x  DB25

1 x  RJ45 10 /100/1000 Mbps

1 x  RJ12 (DC 24  V)

  
POSReady 7  /  7  Pro  /  10  IoT  /  10  Pro

  
356 (W)  x  303  (H)  x  200  (D)  mm  |   5 .0  kg  

Heat -d iss ipa t ing  so l id  a lumin ium d ie -cas t  cas ing

75 x  75  mm

Opera t ing :  0°C to  40°C  |   S to rage:  -20°C to  55°C

Opera t ing :  20% to  80%   |   S to rage:  20% to  85% (non-condens ing)

12  V  /  5  A ,  ex te rna l  power  adapter ,  100-240 V,  50 /60  Hz

 
3- t rack  MSR

10.4”  TFT LCD d isp lay  (1024 x  768  p ixe ls )  o r  2 - l ine  VFD

ALL PRODUCT SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE.
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