PRINTERS

Lum
THERMAL PRINTER

Direct thermal printing TP250 11

= Fast printing speed: 250 mm/sec

« Auto paper cutter with tear bar

* Built-in print buzzer

» Supports API/SDK tool

* Supports OPOS driver, JPOS driver, Linux & Mac

* Dimensions: 145 (W) x 195 (D) x 146 (H) mm

» Supports up to 2 interfaces: Ethernet + USB /
Serial + USB / Parallel + USB / USB only

THERMAL PRINTER

Direct thermal printing

Fast printing speed: 250 mm/sec
Front/upward paper feed

Auto paper cutter with tear bar, built-in buzzer
Dimensions: 127 (W) x 130 (D) x 129 (H) mm
Supports 2 interfaces: Ethernet + USB

THERMAL PRINTER

Direct thermal printing

TP100
Fast printing speed: 250 mm/sec

Auto paper cutter with tear bar, built-in buzzer
Supports OPOS driver & Virtual COM (Reckon compatible)
Dimensions: 145 (W) x 204 (D) x 146 (H) mm

* Supports 3 interfaces: Ethernet + Serial + USB

THERMAL PRINTER

Direct thermal printing

TP8O
= Fast printing speed: 250 mm/sec

* Auto paper cutter with tear bar, built-in buzzer
Dimensions: 140 (W) x 191 (D) x 143 (H) mm
Supports 3 interfaces: Ethernet + Serial + USB

DOT MATRIX PRINTER

¢ Serial impact printing DP220 ”l

Fast printing speed: 5.1 LPS (lines/sec)

« Auto paper cutter with tear bar
« Built-in power supply & print buzzer

Supports OPOS driver, JPOS driver, Linux & Mac
Dimensions: 160 (W) x 239 (D) x 157 (H) mm
Supports ERC 30/34/38 ribbon

Supports up to 2 interfaces:

Parallel + USB / Ethernet + Serial + USB

DOT MATRIX PRINTER

= Printing speed: 4.4 LPS (lines/sec)

Serial impact printing

« Auto paper cutter with tear bar
« Built-in power supply & print buzzer
¢ Supports OPOS driver

Dimensions: 156 (W) x 250 (D) x 128 (H) mm
Supports ERC 39 ribbon
Interface: Ethernet

MOBILE THERMAL PRINTER

.

Direct thermal printing M P-TSO

Printing speed: 75 mm/sec

Durable battery life of 3 hours

Paper roll size: 80 x 40 mm

Supports 2 interfaces: Bluetooth+USB / Wi-Fi+USB
Dimensions: 103 (W) x 113 (D) x 45 (H) mm

TOUCH SCREEN SOLUTIONS

SEWOR

Quality. Safety. Versatility.



