
Experience Real Mobility
with the NexusConnect. Its flexible design allows you to 
seamlessly integrate it into your workflow. The Otterbox 
uniVERSE rail system allows you to use this device with 
existing iOS and Android devices. Easily adapt to mobile 
device form factor updates without having to worry about 
updating your scanners. Scale resources quickly through 
your workflow and manage each device, with QuantumIQ.

Electrical
Battery 7.2V 3600mAh Li-Po

Bluetooth BT 5.0 BLE

CLASS 1 Laser
2D Extended Range Imager with 
LED illumination and Laser dot 
aimer

Input Power

5VDC @3A(max)
9VDC @3A(max)
15VDC @2A(max)
Power Max 30W  
USB-PD: 12V 1.5A

Indications LED Array

Output Power Qi (wireless) Charging 10W

Port USB-C

Key Features
• Datacapture with any iOS or Android device      

(using Otterbox® uniVERSE case)
• Wireless Charging
• 6” to 45’ plus scanning range
• Ergonomic Pistol Grip
• Effortless Scanning

Mechanical
Buttons On/Off, Scan

Dimensions (LxWxD) 163.16mm x 71mm x 154.78mm
6.42in x 2.79in x 6.09in

Weight 406g
14.32oz

Environmental
Storage -20°C to +45°C

5% to 95% RH

Operating 0°C to +35°C
0% to 95% RH

Certifications
Regulatory FCC, CE, RoHS, PROP 65

Environmental 1.2m Drop Spec, IP65
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